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SECTI ON 01500
CONSTRUCTI ON FACI LI TI ES AND TEMPORARY CONTROLS

PART 1 GENERAL
1.1 AVAI LABI LI TY AND USE OF UTILITY SERVI CES (APR 1994) (FAR 52.236-14)

1.1.1 Availability

The Governnent will mnmake available to the Contractor, fromexisting outlets
and supplies, all reasonably required anmounts of utilities as specified in
the Contract. Unless otherw se provided in the contract, the amount of each
utility service consuned shall be charged to or paid for by the Contractor
at prevailing rates charged to the Governnent or, where the utility is
produced by the Governnent, at reasonable rates determ ned by the
Contracting Oficer. The Contractor shall carefully conserve any utilities
furni shed w thout charge.

1.1.2 Use

The Contractor, at its expense and in a worknmanli ke manner satisfactory to
the Contracting Officer, shall install and naintain all necessary tenporary
connections and distribution lines, and all neters required to nmeasure the
amount of each utility used for the purpose of determ ning charges. Before
final acceptance by the Governnent, the Contractor shall rempove all the
tenmporary connections, distribution |lines, neters, and associ ated

par aphernal i a.
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USE THE FOLLOW NG PARAGRAPH WHEN UTI LI TI ES ARE
FURNI SHED THE CONTRACTOR W THOUT CHARGE.
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1.2 PAYMENT FOR UTILITY SERVI CES ( APR 1984)

Water, gas, and electricity are available from Governnent owned and
operated systenms and will be furnished w thout charge to the Contractor.
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USE THE FOLLOW NG PARAGRAPH WHEN THE CONTRACTOR W LL
BE CHARGED FOR UTILITIES. USE TH S PARAGRAPH FOR
ALL PRQIECTS AT FORT SILL AND ALTUS Al R FORCE BASE
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1.3 PAYMENT FOR UTILITY SERVI CES ( APR 1984)

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R S R R

USE THE FOLLOW NG PARAGRAPH FOR AS REQUI RED EXCEPT
AT FT. SILL.
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Water, gas, and electricity are avail able from Governnent - owned and
-operated systens and will be charged to the Contractor at rates as
provided in the paragraph "Availability and Use of Utility Services."
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USE THE FOLLOW NG PARAGRAPH FOR FT. SILL.
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To obtain current landfill rates at Fort Sill, contact Carl Tenbensel at
580- 442-3048. To obtain current rates for water, gas and electric
utilities, contact Ms. Janet Nel son at 580-442-5730.

1.4 UTI LI TY SERVI CES (APR 1984)

No utilities will be furnished by the Governnent.
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USE THE FOLLOW NG PARAGRAPH | N CONTRACTS WHERE
| DENTI FI CATION | S REQUI RED FOR SECURI TY OR OTHER
REASONS
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1.5 | DENTI FI CATI ON OF EMPLOYEES ( APR 1985)

The Contractor shall furnish identification to each enpl oyee as directed by
the Contracting Officer. Upon the rel ease of any enpl oyee, the
identification shall be delivered to the Contracting O ficer for
cancel l ati on.
R I I S Sk S S R R S S S I
USE THE FOLLOW NG PARAGRAPH FCOR TI NKER AFB
CONTRACTS.
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1.6 | SSUANCE OF | DENTI FI CATI ON CREDENTI ALS TO CONTRACTOR PERSONNEL AT
TI NKER AFB ( SWICD)

Tenporary personnel identification credentials are issued by Tinker AFB for
a period of 5 calendar days. Tenporary credentials may be renewed one tinme
only for an additional 5 calendar days. The Contractor shall apply for and
obtain long termidentification credentials for his enployees prior to the
expiration of the 10 day naxi mumtenporary pass period. Additiona

i nfornati on for obtaining tenporary and long termcredentials nay be
obtained fromthe Contracting Oficer.

1.7 HAUL ROADS ( CESWI- CT)
1.7.1 One- Wy Roads

VWhenever practical, one-way haul roads shall be used on this contract.
One-way haul roads for off-the-road equi pnent (e.g., belly dunps, scrapers,
and off-the-road trucks) shall have a m ni mum usable wi dth of 25 feet
One-way haul roads for over-the-road haul age equi pnent only (e.g., dunp
trucks, etc.) nay be reduced to a usable width of 15 feet . Wen the
Contracting O ficer deternines that it is inpractical to obtain the
required width for one-way haul roads (e.g., a road on top of a levee), a
usable width of not less than 10 feet nay be approved by the Contracting
O ficer, provided a positive nmeans of traffic control is inplenmented. Such
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positive means shall be signs, signals, and/or signal man and an effective
neans of speed control

. 7.2 Two- \ay Roads

Two-way haul roads for off-the-road haul age equi pnent shall have a usable
wi dth of 60 feet . Two-way haul roads for over-the-road haul age equi prent
only may be reduced to a usable width of 30 feet

.7.3 Mai nt enance

Haul roads shall be graded and otherw se maintained to keep the surface
free frompotholes, ruts, and sinmlar conditions that could result in
unsaf e operation.

.7.4 Desi gn

Grades and curves shall allow a mnimum sight di stance of 200 feet for
one-way roads and 300 feet for two-way roads. Sight distance is defined as
the centerline distance an equi pnent operator (4.5 feet above the road
surface) can see an object 4.5 feet above the road surface. Wen
conditions make it inpractical to obtain the required sight distance (e.qg.
ranps over |evees), a positive neans of traffic control shall be

i mpl enent ed.

.7.5 Dust Contr ol

Dust abatenent shall permit observation of objects on the roadway at a
m ni mum di stance of 300 feet

.7.6 Mar ki ngs

Haul roads shall have the edges of the usable portion marked with posts at
intervals of 50 feet on curves and 200 feet maxi num el sewhere. Such
mar kers shall extend 6 feet above the road surface and, for nighttine
haul age, be provided with reflectors in both directions.
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USE THE FOLLOW NG PARAGRAPH FOR TI NKER Al R FORCE
BASE CONTRACTS | NVOLVI NG CONSTRUCTI ON AT OR NEAR
Al RFI ELDS
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7.7 Debris and Spill age

Paved haul routes shall be maintained clean and free of debris and spillage
resulting from Contractor operations. The Contractor shall provide a
vacuumtype sweeper for haul route maintenance which shall be on-site and
operational at all tinmes. The Contracting Oficer or nay, at any tine,
direct the Contractor to sweep the haul route.

. 8 MOW NG

Grass and weedy vegetation within the areas utilized by the Contractor,
i ncluding work areas, administrative areas, and storage areas, shall be
kept nowed to control vegetative growth. Vegetation shall be nowed to a

hei ght of 3 inches when it reaches a height of 6 inches . Mwng shall be
done with a rotary mower. Mw ng shall be done during periods and in such
a manner that the soil and grass will not be damaged. Areas adjacent to

trees, shrubs, fences, buildings, etc. shall be hand trinmed. The
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Covernnment may, after notice to the Contractor and at the discretion of the
Contracting O ficer, nowthe Contractor's areas at any tinme the vegetation
hei ght exceeds 6 inches and all costs incurred by the Governnent for
perform ng such work will be deducted fromthe contract.
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USE THE FOLLONW NG FOR CIVIL ONLY:
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9 PLANT LAYOUT DRAW NGS ( CESWI-CT)

Drawings, in triplicate, showing the |ayout of the plant the Contractor
proposes to use on the work shall be submitted by the Contractor for review
by the Contracting Oficer. The drawi ngs shall show the | ocations of the
princi pal conponents of the construction plant; offices; shop and storage
bui | di ngs; housing facilities, if any; and storage areas and yards which
Contractor proposes to construct at the site of the work and el sewhere. The
Contractor shall also furnish for review by the Contracting Oficer
drawings in triplicate, showi ng the general features of his aggregate
processi ng plant; aggregate transporting, storage and reclaim ng
facilities; aggregate rinsing and dewatering plant, if required; coarse
aggregate rescreening plant, if required; concrete batching and m xi ng
pl ant; concrete conveying and placing plant, and when precooling of
concrete is required, the cooling plant. The drawi ng shall appropriately
show the capacity of each major feature of the plan including the rated
capacity of the aggregate production plant in tons per hour of fine and
coarse aggregates; rated capacity of the aggregate transporting, storage
and reclaimng facilities; volume of aggregate storage; capacity of cenent
and pozzol an storage; rated capacity of the concrete batching and m xi ng
plant in cubic yards per hour; rated capacity of the concrete transporting
and placing plant in cubic yards per hour; and when used, rated capacity of
pl ant for precooling of concrete. Drawings in triplicate show ng any
changes in plant nade during design and erection or after the plant is in
operation shall be submitted to the Contracting Officer for review. Two
sets of the drawings will be retained by the Contracting Oficer and one
set will be returned to the Contractor with comments.
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NOTE: USE THE FOLLOW NG FOR M LI TARY BUI LDI NG

PRQIECTS WHEN I T | S CONSI DERED FEASI BLE BY TM OR

GENERAL ENG NEERI NG SECTI ON TO ALLOCATE A PORTI ON OF

THE PARKI NG LOT FOR STAG NG
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.10 STAG NG AREA PREPARATI ON ( REQUEST BY DE, JUL 91)

The Contractor's staging area or areas shall be located within the
boundari es of the project parking Iots shown. The staging area(s) shall be
prepared by the Contractor to the Iimts as [required] [shown] for the
Contractor's tenporary field office facilities, material storage, parking,

[ Governnent offices], and other necessary staging activities. The
Contractor shall prepare the staging area and the driveway access by
gradi ng and constructing in accordance with the plans and specifications.
The parking area and drives may be constructed to pavenent conpletion or to
partial conpletion as desired but shall be not |ess than the construction
of base course. The Contractor shall be responsible for the maintenance of
all conpleted or partially conpleted construction and shall repair any
damage prior to acceptance of the project.

PART 2 PRCDUCTS (NOT APPLI CABLE)
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PART 3 EXECUTI ON ( NOT APPLI CABLE)

-- End of Section --
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